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Topakustik products are also available in twelve attractive melamine coatings. 
All the necessary information can be found in the dimension tables of the various  
Topakustik types.

Surfaces with  
melamine coating 
(eco collection 2.0)

Oak 
M3280 NTL

Cherry 
M760 SMA

Concrete 
F2204 STU

Ash 
M3965 NTL

Acacia 
M4451 NTL

Maple 
M2106 SMA

Walnut 
M4462 SMA

Oxyde 
F2195 STU

White 
B3002 LP

Oak Rustic 
M6263 NTL

Beech 
M3247 SMA

Silver 
L4068 LP

basic

extra

stone

See page 2 for larger view

eco plus collection
Further melamine finishes  
for quantities above 150 m2 
upon request.

HPL coating: All standard  
HPL coatings are possible. 
Formats must be coordinated.

– 12 different decors
– All panels glued without formaldehyde
– Short delivery times as all decors are  

in stock at Topakustik
– Both fire categories D-s2,d0 and 

B-s1,d0
– FSC Mix possible on request  

(depending on quantity)

Using the simulator on our website, 
you can put together your desired 

product on screen. Choose your 
veneer and perforation and see the 

results immediately.

Core Board Availability 5600 x
2070 mm

4100 x 
2070 mm

MDF 16mm normally  
flammable D-s2,d0 ✓ ✓

MDF 16mm fire  
retardant B-s1,d0 ✓ ✓

Core Board Availability 5600 x
2070 mm

4100 x 
2070 mm

MDF 16mm normally  
flammable D-s2,d0 over 150 m2 ✓

MDF 16mm fire  
retardant B-s1,d0 over 150 m2 ✓

Core Board Availability 5600 x
2070 mm

4100 x 
2070 mm

MDF 16mm normally  
flammable D-s2,d0 over 150 m2 not  

available

MDF 16mm fire  
retardant B-s1,d0 ✓ not  

available

Ideal product formats  
for panels

Ideal product formats  
for planks

length width length 
+ / – 2 mm width

2020 / 
2780 mm

640 / 
992 mm

4080 / 
2780 mm 128 mm

Ideal product formats  
for panels

Ideal product formats  
for planks

length width length 
+ / – 2 mm width

1840 / 
2780 mm

640 / 
992 mm 4080 mm 128 mm

Ideal product formats  
for panels

Ideal product formats  
for planks

length width length 
+ / – 2 mm width

2780 mm 640 / 
992 mm 2780 mm 128 mm
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Surfaces with  
melamine coating 
(eco collection 2.0)
The pictures show a panel image of 1200 x 450/250 mm

MDF White B3002 LP
4100/5600 x 2070 x 16 mm

MDF Grey L4068 LP
4100/5600 x 2070 x 16 mm

MDF Oak M3280 NTL
4100/5600 x 2070 x 16 mm

MDF Walnut M4462 SMA
4100 x 2070 x 16 mm

MDF Maple M2106 SMA
4100/5600 x 2070 x 16 mm

HPL L4068 LP
3050 x 1320 x 0,8 mm

HPL M4462 FUN – alternate texture
3050 x 1320 x 0,8 mm

MDF Concrete F2204 STU
5600 x 2070 x 16 mm

MDF Oxyde F2195 STU
5600 x 2070 x 16 mm

MDF Beech M3247 SMA
4100/5600 x 2070 x 16 mm

HPL F2204 SMA – alternate texture
3050 x 1320 x 0,8 mm

MDF Ash M3965 NTL
4100/5600 x 2070 x 16 mm

HPL M3280 NTL
3050 x 1320 x 0,8 mm

HPL M2106 NM – alternate texture
3050 x 1320 x 0,8 mm

HPL B3002 MA – alternate texture
3050 x 1320 x 0,8 mm

MDF Acacia M4451 NTL
4100 x 2070 x 16 mm

MDF Cherry M760 SMA
4100 x 2070 x 16 mm

HPL M3247 LP – alternate texture
3050 x 1320 x 0,8 mm

HPL M760 MA – alternate texture
3050 x 1320 x 0,8 mm

HPL F2195 STU
3050 x 1320 x 0,8 mm

MDF Oak Rustic M6263 NTL
4100 x 2070 x 16 mm

HPL M3965 NTL
3050 x 1320 x 0,8 mm

HPL M4451 SMA – alternate texture
3050 x 1320 x 0,8 mm

HPL M6263 FUN – alternate texture
3050 x 1320 x 0,8 mm


